
 
Fitting instructions for the Suzuki Vitara side steps 
 
 
Fittings included: 
 
 
 

 
 
A: 2 x Bracket 1 (front brackets) 
B: 2 x Bracket 2 (rear brackets) 
C: 4 x Bracket 3 (sill connector brackets) 
D: 2 x Spacers 
E: 2 x Large T-bolts 
F: 6 x Small T-bolts 
G: 12 x 6mm bolts 
H: 2 x Large flat washers, spring washers & nuts (10mm) 
I:  6 x Medium flat washers, spring washers & nuts (8mm) 
J: 12 x Small flat washers, spring washers & nuts (6mm) 
 



Instructions: 
 
Step 1: Rear Brackets: 
Locate the fixing holes for the rear bracket (see image below) 

 
 
 
1.1: Pop out the grommet plug located in the ‘sill section rear’. 
 
1.2: Hang the large T-bolt (E) from the exposed hole at the ‘Chassis section rear’ and the 
small T-bolt (F) from the new exposed hole in the sill section rear. 
 
Tip - You can use the small transparent squares to thread onto the bolt and keep the T-bolts 
in place. 
 
1.3: Attach the bracket 3 (C) to the ‘sill section rear’ T-bolt and hand tighten  
 
1.4: Attach the bracket 2 (B) to the ‘chassis section rear’ T-bolt and hand tighten 
 
1.5: Connect the bracket 2 to bracket 3 using a 6mm bolt, washers and nut (J) 
 
1.6: Repeat this method on the other side 
 
See image below for result.. 



 
 
 
Step 2: Front Brackets 
Locate the fixing holes for the front bracket (see image below) 
 



 
 
2.1: Remove the grommet plug from the front ‘chassis’ fixing hole. Note - You do NOT need 
to remove the plastic undertray. 
 
2.2: Hang one of the small T-bolts (F) from this hole. Tip - you made need to nudge this into 
the hole by tapping the base gently.  
Tip - wrap a little electrical tape around the base of the thread and leave a ‘tail’ hanging 
down. This will ensure you can still access the bolt if your gentle nudge accidentally pushes 
the bolt into the chassis too far. 
 
2.3: Locate the front ‘sill’ fixing hole and remove the grommet plug. (see image below) 



 
 
2.4: Hang one of the small T-bolts (F) from this hole.  
 
2.5: Attach the bracket 3 (C) to the front ‘sill fixing’ section’ T-bolt and hand tighten  
 
2.6: Attach the bracket 1 (A) to the front ‘chassis fixing hole’ T-bolt and hand tighten 
 
2.7: You then use the black spacer (D) in-between the front ‘chassis fixing hole’ and the 
bracket (see image below) 



 
 
Step 3: Attaching the boards 
 
3.1: Loosen the 6mm bolts under the boards and remove the nuts and washers from the 2 
on the left and 2 on the right. 
 
3.2: Place the boards on the protruding brackets and align the 6mm bolts so they slot 
through the holes in the brackets 1&2 
 
3.3: Attach the washers and nuts to the 6mm bolts under the side steps, (hand tight) 
 
3.4: Fully tighten all of the front and rear nuts and bolts under the vehicle. 
 
3.5: Position the boards in a central position between both wheel arches. 
 
3.6: Fully tighten the bolts under the steps. 
 
Step 4: Admire 
 
Note - Please check all of the bolts under the vehicle between 5 to 10 days after initial 
installation and re-tighten if necessary. 
 
 
 


